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SR2 or SR3-rated insurance-certified insulated industrial roller shutters. Certified to LPS 1175 Issue 8. U-value: up to

1.31 W/m2K (through centre of lath) with Rock Wool insulation. Designed for high-risk commercial and industrial

applications that require thermally insulated and insurance-certified roller shutters for optimum protection. With unique

patented self-locking technology.

Product Overview

Common use
SR2 or SR3 insurance-certified insulated high security shutters. U-value: 1.31 W/m2K (through centre of lath) with

Rock Wool insulation. Applications include utility buildings,  data centres and high-risk commercial and industrial

buildings.

Maximum Dimensions
8000 mm width x 8000 mm height

Installation
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Certified for installation to concrete, sub-assembly steel framework, structural steelwork, blockwork and brickwork.

Insurance Certified
Certified to LPS 1175 issue 8.

Curtain
Twin wall options available in aluminium or galvanised steel. (SR2 has the option of sections perforated for airflow and

vision.)

Locking
With unique patented self-locking technology. Any upward force on the shutter engages the self-locking extrusions with

the side guides, preventing forced opening; increased pressure only strengthens the lock.

Bottom Rail 
Reinformed with the option of weather seals.

Operation
Three Phase Electric

Conventional or direct drive industrial motor unit with integral travel limits, thermal cut out, low level hand chain

override or high level hand crank override and push button control as standard. They require a 3-phase 415V 16A

supply with 5 pin socket.

Override

A manual override is included to operate the shutter in the event of a power failure. This is usually operable from the

inside only.

Control

Standard security key switch or rocker switch. Other controls are available on request.

Finish

This certified roller shutter comes with an uncoated* finish as standard but a range of polyester powder coat colours to

any RAL/BS colour are available.

*Galvanised or mill finished.

Guild Rail Specification
Galvanised rolled steel profile 105 mm x 85 mm

Finish
Polyester powder coat colours are available.

Box Specification
1 – 1.5 mm Zintec sheet casing.

Product specification may change and it is advisable to consult with HAG technical advisors before specifying or ordering.
HAG operates a policy of continuous improvement.
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