
Product Ref: SR2 or SR3 Insulated Insurance

Certified Industrial Roller Shutter

Thermal Value: 1.22 W/M2K (Through Centre Of

Lath) On Individual lath

Operation:Three Phase Direct Drive Industrial Motor

Operator: (Drawn With) GFA TS971 Control Panel

C/W Up Down & Stop Buttons (Includes Inputs For

Clients Access Control) , & Manual Override

Fixing: Must Be Face Fixed To Steel Posts or

Blockwork

Finish: PPC To A STD RAL Colour

Canopy, Fascia & Motor Box: Yes or No (TBC)

Extra's: (Drawn With) Non-Contact Safety Light

Curtain & Non-Contact Laser Beam (Inside Shutter

Box)

Power Requirements: Three Phase 415V 16 AMP 5

Pin Female Socket (Within 1 Metre Of Opening)

Minimum Certified Width: 1000mm

Maximum Certified Width: 8000mm

Minimum Certified Height: 1000mm

Maximum Certified Height: 8000mm

Notes:

(If Steel Containment Is Required This Is The

Main Contractors Responsibility Not HAG).

Three Phase 415V 16 AMP 5 Pin Female Socket

Full Width Access Of The Shutter Is Required For

Maintenance

Scale: NTS

Disclaimer

HAG operates a policy of continuous improvements, product
specification may change, and it is advisable to consult with HAG
technical advisors Before specifying or ordering.  All
Goods/Works/ Services are purchased/sold subject to HAG
limited standard terms and conditions, which are available on
request.

Shutter Ref/No:

14/03/24

SR2/SR3 Insulated Insurance Certified Roller Shutter SRIRS-1

Date: Product: HAG Drawing No:

Inside Face

(Attack Side)

Elevation (Viewed From Inside) 

Outside Face

(Protected Side)

Direct Drive Motor Unit

TBC

TBC

115mm or 180mm
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135mm

30mm

105mm

250mm

Outside of Plates = Back of Guides + 60mm (minimum)

Between Guides = Between Clients Structure + 30mm Min

When Shutter Is Open

30mm

105mm

85mm

Back of Guide Width = Between Guides + 210mm

250mm
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85mm

Overall Width At High Level = Back of Plates + 60mm (Bearing) + 250mm (Motor)

SR3 Bottom Rail

HD105x85mm Side Guide

External Finish PPC, Internal

Finish PPC Top & Bottom

Bottom Rail Hangdown

Shutter Fixing Points

Fixing Points

115mm or 180mm Minimum

50mm
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155mm (W) x 380mm (H) x 80mm (D) 

TS971 GFA Control Panel 

TBC

60mm

60mm

15mm Minimum

LEM Solenoid

LEM Solenoid

Between Clients Structure

Clients Steel Post Or  

Block Work Structure 

Please Note: Head Plate Sizes, Are Available On Request,

As They  Change Depending On The Shutter Width & Height.

Clients Steel Post Or  

Block Work Structure 

Clients Steel Post Or  

Block Work Structure 

Section Through

Plan

Hood Cover Fixing Points

Shutter Fixing Points

105x85mm HD Side Guide

Head Plate

Clients Steel Or 

Guide Set 15mm Minimum 

Block Work

Back from The Edge Of 

Guide Detail

Inside Face

(Protected Side)(Attack Side)

Outside Face

Clients Structure 

M12 Fixings

Hood Cover Fixing Points

180mm

SR3 Bottom Rail Detail

115mm

SR2 Bottom Rail Detail

Depending On The Type 

Dimension May Vary

Please Note:

of Motor


