
Product Ref: HAG Q-Door

Manual, Single Sectioned, In/Outside,

Mounted, Right/Left Mounted, Twin

Track, Sandwich Construction Sliding

Door Type Q

Drawing Applies To Steel Frame For Welded

Installation (Dimensions In MM).

The Required Steel Frame & Sill Members Are

Not Normally Included In Delivery.

Disclaimer

HAG operates a policy of continuous improvements, product
specification may change, and it is advisable to consult with HAG
technical advisors Before specifying or ordering. All
Goods/Works/ Services are purchased/sold subject to HAG
limited standard terms and conditions, which are available on
request.23/04/24
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Product Ref: HAG Q-Door

Electrical, Double Sectioned, In/Outside,

Mounted, Sandwich Construction Sliding

Door Type Q

Drawing Applies To Steel Frame For Welded

Installation (Dimensions In MM).

The Required Steel Frame & Sill Members Are

Not Normally Included In Delivery.

Disclaimer

HAG operates a policy of continuous improvements, product
specification may change, and it is advisable to consult with HAG
technical advisors Before specifying or ordering. All
Goods/Works/ Services are purchased/sold subject to HAG
limited standard terms and conditions, which are available on
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Product Ref: HAG Q-Door

Electrical, Double Sectioned, In/Outside,

Mounted, Twin Track, Sandwich

Construction Sliding Door Type Q

Drawing Applies To Steel Frame For Welded

Installation (Dimensions In MM).

The Required Steel Frame & Sill Members Are

Not Normally Included In Delivery.

Disclaimer

HAG operates a policy of continuous improvements, product
specification may change, and it is advisable to consult with HAG
technical advisors Before specifying or ordering. All
Goods/Works/ Services are purchased/sold subject to HAG
limited standard terms and conditions, which are available on
request.23/04/24
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Product Ref: HAG Q-Door

Manual, Double Sectioned, In/Outside,

Mounted, Sandwich Construction Sliding

Door Type Q

Drawing Applies To Steel Frame For Welded

Installation (Dimensions In MM).

The Required Steel Frame & Sill Members Are

Not Normally Included In Delivery.

Disclaimer

HAG operates a policy of continuous improvements, product
specification may change, and it is advisable to consult with HAG
technical advisors Before specifying or ordering. All
Goods/Works/ Services are purchased/sold subject to HAG
limited standard terms and conditions, which are available on
request.23/04/24
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Product Ref: HAG Q-Door

Electrical, Single Sectioned, In/Outside,

Mounted, Right/Left Mounted, Sandwich

Construction Sliding Door Type Q

Drawing Applies To Steel Frame For Welded

Installation (Dimensions In MM).

The Required Steel Frame & Sill Members Are

Not Normally Included In Delivery.

Disclaimer

HAG operates a policy of continuous improvements, product
specification may change, and it is advisable to consult with HAG
technical advisors Before specifying or ordering.  All
Goods/Works/ Services are purchased/sold subject to HAG
limited standard terms and conditions, which are available on
request.23/04/24
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Product Ref: HAG Q-Door

Manual, Single Sectioned, In/Outside,

Mounted, Right/Left Mounted, Sandwich

Construction Sliding Door Type Q

Drawing Applies To Steel Frame For Welded

Installation (Dimensions In MM).

The Required Steel Frame & Sill Members Are

Not Normally Included In Delivery.

Disclaimer

HAG operates a policy of continuous improvements, product
specification may change, and it is advisable to consult with HAG
technical advisors Before specifying or ordering. All
Goods/Works/ Services are purchased/sold subject to HAG
limited standard terms and conditions, which are available on
request.23/04/24
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